
              TECHNICAL DATA SHEET

DRY SOFT SUPER
CHARACTERISTICS

Dry-cleaning softener; Its special formula has been developed for the treatment of knitwear. 
Suitable for leather, fur, wool, silk and all normal textiles.
Softening and reinfattening;
Not moistening;
Colourless, does not stain the solvent;
Free from extraneous solvents:
Used in all solvents;
Brightens all colours;

APPLICATIONS AND DOSAGES

Usage: 
Perchloroethylene and hydrocarbon solvents

Method of work:
• for regreasable velvety skin in Perchloroethylene are used 25-40 ml SUPER DRY SOFT / lt;
• for FKW and hydrocarbon solvents,15-30 ml SUPER DRY SOFT / lt; 
• for smooth leathers, furs and skins are used 10-20 ml SUPER DRY SOFT / lt;  
• for normal textiles is added SOFT SUPER DRY 0.5% (relative to the weight of the goods) 

in the last washing bath.
Contents:
 pure fattening product hydrocarbon based

CONTENTS/TECHNICAL DATA

Density:   about 0,855 circa
pH value:    ---
Ionogenity:   ---
Aspect                          colourless

DIRECTIONS

Store in a fresh place; keep the container tightly closed.
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Le nostre circolari servono esclusivamente a dare informazioni generali sull’uso dei nostri prodotti. Si consiglia di 
vagliare responsabilmente qualsiasi influenza possa verificarsi sui capi. Le ns. indicazioni riflettono le 
ns. cognizioni tecniche più aggiornate, ciò non implica alcuna garanzia legale da parte nostra. 
Caratteristiche e dati possono subire variazioni senza preavviso da parte nostra.
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