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NUOVA CONCIA BASE

 CHARACTERISTICS

Water-soluble solution in the ratios of: 1/3 – 1/10.
It gives back softness, uniformity and brilliance to previously washed chamois oil-tanned articles.
It has a good restoring power, specially for those items whose colours are faded: crust-skins, 
peccary, nabuk. 
It’s possible to employ it to pre-remove lean stains and as a finishing in chamois oil-tanned articles. 
For best results vaporise it in spray-provided bottals. One o the peculiarities of NUOVA CONCIA 
BASE is that it never leaves halos or irregular zones: it is easy to use and the results are excellent. 

 
 APPLICATIONS AND DOSAGES

To re-tan chamois oil-tanned articles this product can be spray-gunned or employed with a sponge. 
To pre-remove stains it is recommended to use a nylon brush or an abrasive sponge.
The final touches must be exclusively spray-gunned. Moreover, it is an excellent vehicle for FUR 
COLOR VL  NEW, to restore the colours of  faded chamois oil-tanned items.

 DIRECTIONS

Min. Temp.: +5°C
Preferably in a dark place.
Store: 12 months
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Le nostre circolari servono esclusivamente a dare informazioni generali sull’uso dei nostri prodotti. Si 
consiglia di vagliare responsabilmente qualsiasi influenza possa verificarsi sui capi. Le ns. indicazioni 
riflettono le ns. cognizioni tecniche più aggiornate, ciò non implica alcuna garanzia legale da parte 
nostra. Caratteristiche e dati possono subire variazioni senza preavviso da parte nostra.
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