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DRY SOLO P
CHARACTERISTICS

Pre-spotting to be used by spraying or  by brushing. 

The product has an excellent cleaning action, it is easy to rinse, it does not become grey on the treated 
parts. Created especially for pre-spotting, so that  it is possible to assemble it with water in all 
proportions. Excellent action in dry cleaning. Its fluidity makes it practical to use spraying.

APPLICATIONS AND DOSAGES

Working method: 

Sprying, is mixed with water  Dry Solo P ratio from 2:1 to 1:3. The amount of water depends on the type
of goods to be treated; 

Brushing, Dry Solo P is used, depending on the kind of material to be treated, pure or diluted 2:1, 1:1,
1:2, 1:3 with water . From 1:2 it should work with at least 2 grams of an our reinforcer dry cleaning per
liter bath, to avoid  regreying of the pre-brushed parts.

CONTENTS / TECHNICAL DATA

Density:                                              1.00 
pH value:                                             6.0 - 6.5

DIRECTIONS

Keep container well closed and in place protected from frost.  
However, if frozen, the product is still usable .
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Le nostre circolari servono esclusivamente a dare informazioni generali sull’uso dei nostri prodotti. Si
consiglia  di vagliare responsabilmente qualsiasi influenza possa verificarsi sui capi. Le ns. indicazioni
riflettono le ns. cognizioni tecniche più aggiornate, ciò non implica alcuna garanzia legale da parte 
nostra. Caratteristiche e dati possono subire variazioni senza preavviso da parte nostra.
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